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手动刷式过滤器DLS系列
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PRINCIPLE DESCRIPTIONS

THE TABLE PRESSURE LOSS

TECHNICAL PARAMETERS INSTALLATION FIGURE

Manual brush filter is composed by filter body, stainless 

steel screen, cleaning brush holder with handle, drain 

valve and pressure gauge. Cleaning brush holder 

through the filter cover, and the cleaning brush is 

installed inside the stainless steel filter, When the water 

flows  through  manual brush filter, the impurity is 

intercepted by the filter., when need to drain, just shake 

the handle clockwise to open the drain valve number, can 

complete drainage, don't need to remove the filter 

cleaning internal mesh, cleaning sewage process flow do 

not interrupt.

FILTER MATERIAL

TECHNICAL DATA TABLE

压力（MPa）

过滤精度（µm）

接入口径（mm）

立式水力驱动过滤器DLAF系列

压力（MPa）

过滤精度（µm）

接入口径（mm）

DLX电动吸吮扫描式自清洗FW系列

Pressure（MPa）

Filtration precision（µm）

Water in/outlet（mm）

Manual brush filters 
DLS series

Housing: Carbon steel/304 stainless steel/316L

Mesh:304 stainless steel/316L

Brush: 304 stainless steel/316L

Drain valve: Casting iron, copper, stainless steel

Sealing ring: EPDM rubber

MANUAL BRUSH SCREEN FILTER DLS SERIES

*
Various materials can be provided according to the user'srequirements. 
Please consult CDFS company for details.

Single maximum filter flow:970m³/h

Filtration range:4000μm~20μm

Max working pressure 16 bar(customized)≤

Min working pressure 1 bar≥

Working temperature 85≤ ℃

Cleaning way: brush

Drilling(4000~800μm)

Wedge(1000~50μm)

Woven composite(800~20μm)

(The data are gotten when screen is 120 micron.）

*
The actual flow is directly related to water quality and filtration precision. Please
consult the company for details.

MODEL CLARIFICATION

SIZE CHART

*
Vertical or horizontal installation and multiple parallel are available.
Please keep the drain face down when vertical installation.
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